
All our fencing timber is 
pressure treated using green 
or brown coloured wood 
preservative. 



Fencing
Murray timber group provides quality fencing 
products to the Irish and UK Markets.  We supply 
post and rail of various lengths and dimensions.  
The posts are available as pointed, weathered or 
square. Our fencing range includes weathered top, 
round top, picket fence and square top planed 
boards.   
  
All our fencing timber is pressure treated  
using green coloured wood preservative known 
as Tanalith E. Our fencing timber is also available 
on request in a brown coloured wood preservative 
known as Tanatone.

Bevelled Rail
75 mm x 44 mm

D-Rail
100 mm x 35 mm
100 mm x 44 mm

Square Rail
100 mm x 35 mm
100 mm x 44 mm

Square Board
95 mm x 18 mm
100mm x 22 mm
150 mm x 22 mm

Lenghts: 1m; 1.2m; 1.5m; 1.6m; 1.8m; 
2m; 2.1m  2.4m; 3m; 3.6m; 4.2m; 4.8m.

Weathered 
Board
150 mm x 22 mm

Round Top 
Board
100 mm x 22 mm
150 mm x 22 mm

Picket Fence
95 mm x 18 mm
100 mm x 22 mm
150 mm x 22 mm

Lenghts: 1m; 1.2m; 1.5m;
1.6m; 1.8m; 2m; 2.1m; 2.4m; 3m.

Posts
95 mm x 95 mm
125 mm x 95 mm
150 mm x 95 mm
150 mm x 75 mm
125 mm x 75 mm
95 mm x 75 mm
75 mm x 75 mm

Lenghts: 1.2m; 1.5m; 1.8m;  
2m; 2.1m; 2.4m; 3m.

Square Eased 
Edge

Weathered Pointed

Lenghts: 1m; 1.2m; 1.5m;  
1.6m; 1.8m; 2m; 2.1m; 2.4m; 3m.

Lenghts: 1m; 1.2m; 1.5m;  
1.6m; 1.8m; 2m; 2.1m; 2.4m; 3m.


